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ANCHOR BOLT DETAILS

In lieu of the cast-in-place anchor device shown, the Cont
has the option of drilling ond epoxy grouting %3 ¢ anchor ro
be gceording to 1
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*2004-108 BR Contract Ne, 62853

Railing shali be according fo Section 50§ of the Stoendard
Specificat except as noted, and wiil be paid for at the
Contract Unit Price per feot for Pedestrian Ralling.

ns.

Hollow structural sections shall conform to the
requirements of ASTM designation A 500, Grade B, structurdal
steel fubing.

All other steel shapes aond piates shall conform
requirements of AASHTO M 270 Grade 36.

I the option of drilling cnd epoxy grouting the anchor rods
is chosen, the Contractor shall use the capsuie or the adhesive
cartridge fype anchor rods that have been previously tested and
glven a prior appreval by the Depariment. The Contractor shall
install these anchor rods In pre-drilled holes according to the
manufacturer’s recommendations and procedures. The capsule of
the adhesive cartridge shali be sealed with premeasured amounis
of the adhesive chemical.

to the

Space reinforcement to miss anchor rods.

All posts, railing, splices, anchor devices, and bent plates
shall be galvanized ofter shop fobrication cccording to AASHTO
M 111 and ASTM A 385, Al
rods shall be galvanized a
stainless steel bolts as no

Vent heles for galvanizing shali be placed in the posis and
rails af locations that will not ailow the accumulgiion of moist
in the members.
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RAIL SPLICE
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PEDESTRIAN RAILING
EAST FRONTAGE ROAD OVER FPALATINE ROAD
FAP 305/PALATINE ROAD
SECTION 2004-108 BR
COOK _COUNTY
STA. 0+88.85
STRUCTURE NO. 016-2529




